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FILTERTECHNIEK

Instructions: Replacing the engine seals
(inside and outside)

This manual will guide you step-by-step through replacing your engine's seals, both internally and externally. Follow
the steps carefully and use the correct materials.

Supplies

- Allen wrench (size 3 and long Allen wrench)
- Ratchet with extension

- Silicone sealant and Dirko HT sealant

- Loctite

- Copper grease

- Screwdrivers

Safety Warnings

- Always work without power: unplug the appliance.
- Use only the supplied parts and recommended sealants.

- Never overtighten bolts and screws to prevent damage.

Preparation

1. Turn off the water supply.
2. Unplug the appliance — ensure there is no power to the appliance.
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Disassembly

1. Unscrew the engine.
Remove the bolt from the axle, then unscrew the 4 mounting bolts (note: the axle key will come with it).

2. Prepare the shaft and seal holder outside
a) Remove the copper grease
b) Mark the position of the retaining ring
¢) Remove the retaining ring with an Allen key no. 3.
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3. Loosen the inner seal holder.
Unscrew it with a long Allen key, and then loosen the last bit by hand.

Turn the seal holder back and forth to release the sealant.

4. Remove the outer seal holder.
a) Loosen the 4 Allen screws.
b) Insert two longer screws into the remaining holes so that the seal holder protrudes.
c) Remove the seal holder and remove the Dirko HT sealant.




FILTERTECHNIEK

5. Remove the seal holder inside
Using a ratchet (with extension), loosen the Allen screw from the flange

CAUTION! Do not remove the Allen screw, but unscrew it instead.

Carefully slide the ash towards the drum, holding the motor panel to prevent it from falling into the filter.
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Assembly
1. Replace the inner seal holder.
a) Screw in the 6 supplied screws halfway.
b) Turn the engine plate over and apply a bead of silicone sealant, see picture below.
c) Install the engine plate and tighten the screws with a long Allen key, hand-tight. Do not wipe away any

excess sealant.

2. Place the seal holder on the outside.
a) Apply Dirko HT Sealant to the seal holder. Caution! Apply to the sealed side of the seal!
b) Tighten the seal holder; do not overtighten.
c) Clean any remaining Dirko sealant on the rubber (only for seals).
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3. Install the axle and retaining pin.
a) Slide the axle back in, but not too far, otherwise the drum will fall down.
b) Reinstall the retaining pin with an Allen key, exactly to the line.

c) Apply copper grease to the axle.

4. Reinstall the motor
a) Place the motor plate outside and insert the screws.
b) Apply Loctite to the screws.
c) Reinstall the motor, hold the motor with one hand, and then tighten the four screws finger-tight.




FILTERTECHNIEK

5. Adjusting the drum / securing the axle
a) The drum may have shifted away from the sealing rubber (front of the drum). Slide the drum into place,
so that the rubber is 1 mm back.
b) Secure the drum with an extended Allen key.
c) Turnthe drum so that the axle is level with the engine and insert the key.

d) Tighten the bolt and washer into the axle.




