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CONTROL MANUAL
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(From software version 10.61)
ALL-IN-ONE SOLUTION FOR PONDS
- AUTOMATIC WASTE CLEANING
- AUTOMATIC REFILL SYSTEM

- TEMPERATURE MEASUREMENT
-  HEATING SYSTEM CONNECTION
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1 Print

1.1 Set up print

Dip switch

1on — gravity
1 off — pump fed PROG+DEBUG

2o0n — sensor 2-pens
2 off — float switch

ip switch

E| E| m m on : e
off : el | | - ‘ V] - verco
1 2 3 4 - ) _‘- » I I ?E < N-PCB

SLOW BLOW. SEE MANUAL. MAX 16A SLOW BLOW, SEE MANUAL, MAX 164 SLOW BLOW. SEE MANUAL MAX 164

< L-PCB

Change only takes effect
after power cycling

o | CENTRAL
HEATING

1.2 Options

Solenoid valve Temperature sensor Sensor water refill
waste cleaning o

. of

[ ]

Heating system

Solenoid valve

>1l NC — normally closed contact
refilling pond

NO — normally open contact




2 Control menu

Log in to WiFi module:
Look for new networks : DVS FILT
Password : Welkom123456

Go to an internet browser, for example
Google Chrome or Safari (Apple)

Type the following address in the address
bar :192.168.1.1

The screen below will then be seen

13:48

DVS Filtertechniek NL, pond controller

Home

Customer, installation ID

undef

Software version

*kkk

Hardware revision

*kk

MAC address

90:38:0C:CA74:E4

Warnings

NO WARNINGS

www.dvs-filtertechniek.com

192.168.1.1
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By pressing the - button, you enter

the various setting menus.

13:54

DVS Filtertechniek NL, pond controller
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2.1 Main settings

14:59

DVS Filtertechniek NL, pond controller

Main settings

Circulation pump, delay time

Time after which the pond pump switches
off. (dry-run protection)
Delay to power off 2 - 300 sec ®

2 300

10 sec

Circulation pump, dry run time

Time fort the pond pump to stay off.
(dry-run protection) 20 sec
Delay to power on 10 - 70 sec @

Regular filtering, cleaning time

Length of time the filter rinses. 15 sec
10 - 70 sec ‘

Indicates whether the level sensor is in the Sensor $1
water. 1 =in water, 2 = out of water. 1
Indicates whether the refill sensor is in the Sensor 52

water. 1 =in water, 2 = out of water. 0

Threshold water level sensor

Sensitivity sensor
Default value: 214 214

www.dvs-filtertechniek.com

192.168.1.1
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2.2 Forced cleaning

Here you can set the filter to rinse once
every 60 minutes, for example.

Forced cleaning off / on.

Length of time the filter rinses.
5 - 55 sec.

Forced flush frequency.

1-120 min.

This should be set higher than the
automatic rinse cycle.

2.3 ECO mode

Because the drum rotates for the next
rinse, the entire mesh is used, and water
consumption will be reduced.

ECO mode off / on.

Length of time the drum rotates.
Default value 5 sec.

Does not need to be adjusted during
normal use.

Frequency rotating drum.

1-120 min.

Does not need to be adjusted during
normal use.

FILTERTECHNIEK
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DVS Filtertechniek NL, pond controller

Forced cleaning

Forced cleaning On (0/1)

Forced cleaning, on-time

10 sec

Forced Cleaning, frequency

60 min

192.168.1.1
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DVS Filtertechniek NL, pond controller

ECO mode

ECO mode On (0/1)

ECO mode, on-time

6 sec

5 55

ECO mode, frequency

10 min

192.168.1.1
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2.4 Waste chute cleaning (option) -

DVS Filtertechniek NL, pond controller

If the filter is equipped with the automatic
waste cleaning, this can be turned on and

off here. Waste chute cleaning

Waste chute cleaning On (0/1)
Waste cleaning off / on.

Waste chute cleaning, duration

Length of time the gutter is flushed. 10 sec
2 — 55 sec. ()

2 55
Frequency for how many drum cleanings Wikts- hite ol aaning e arioy
the waste cleaning must be performed. 0 —
2 - 200 cycles. )

2 200

192.168.1.1



2.5 Refill pond (option)

If the system is equipped with a pond refill
system, this can be switched on and off
here.

Refill pond off / on.

Error detection SMS option: if the water
has not returned to the required level after
the set time, an SMS will be sent to the
telephone number entered in the SMS
menu.

Min. length of time the pond is refilled.
(Min. time the tap is running)

Time until the refill valve opens after the
sensor is removed from the water /
Time until the refill valve closes after the
sensor is immersed in the water.

2-30 sec.

15:30 o 56 @

DVS Filtertechniek NL, pond controller

Refill Pond

Refill pond On (0/1)

Refill pond, max on time

30 min

15 240

Refill pond, min on time

5 min

2 60

Refill pond, S2 integration time

3 sec

2 30

www.dvs-filtertechniek.com
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2.6 Temperature (option)

If the system is equipped with temperature
control, this can be turned on and off here.

Temperature control off / on.

Desired water temperature.

Set 0,1 degrees.

Minimum time the system heats up.

Minimum time the system does not heat
up. (prevent cycling of the heating system)

Temperature upper limit at which the
system issues a message.
(SMS module required)

Temperature lower limit at which the
system issues a message.
(SMS module required)

Only for manufacturer

This allows you to calibrate the
temperature display. This is factory-set.
Use only if you notice a deviation!

If water temperature offset has been
adjusted, confirm with this button.

Current water temperature

12:22

DVS Filtertechniek NL, pond controller

Temperature Regulation

Temperature Regulation On (0/1)

Temperature Controller, setpoint

20,00 degC

40

Temperature Controller, hysteresis

0,50 degC

01 1

Temperature Controller, min. on-time

5 min

Temperature Controller, min. off-time

5 min

60

Temperature Controller, warning high
WT

25 degC

Temperature Controller, warning low
WT

15 degC

Water temperature, gain

184 X
1000
Water temperature, offset
-66,70 X

Confirm gain when ready

O

Water temperature

12.8 degC

www.dvs-filtertechniek.com
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2.7 Cycle counters

Number of times the system entered dry-
running protection.

Number of times the system entered dry-
running protection in the past 24 hours.

Number of flushes the system has
performed.

Number of flushes the system has
performed in the past 24 hours.

Number of forced flushes the system has
performed.

Number of ECO rinses the system has
performed.

Number of waste cleanings the system has
performed.

Number of times the pond has been refiled.

FILTERTECHNIEK
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DVS Filtertechniek NL, pond controller

Cycle counters

Dry run cycles

15h

Dry Run cycles 24h

2n/24h

Regular Clean cycles

25n

Regular Clean cycles 24h

7 nf24h

Forced Clean cycles

On

ECO Mode cycles

On

Waste Chute cycles

On

Refill cycles

On

www.dvs-filtertechniek.com
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2.8 Resetting Cycle counters

DVS Filtertechniek NL, pond controller

- To reset the cycle counters, turn the
main switch to "OFF." Unscrew the

Cycle counters

control box.
- Use a small screwdriver to move the Dry run cycles
third DIP switch upwards. O
dip switch
m B E m g;lf Dry Run cycles 24h
1 2 3 4 0n/24h
:c;lv L.!Qofcl' ] Regular Clean cycles
‘ On

Regular Clean cycles 24h
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e 0 n/24h

Forced Clean cycles

On
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ECO Mode cycles

PE DAISY

CHAINING O n
|

. Waste Chute cycles
- Then turn the control unit back on.

Refresh the page in your browser. On
All cycle counters should be back to "0"
as shown in the image to the right. —
efill cycles
- Turn the main switch back On
to "OFF" and move the third DIP switch
downwards again.

www.dvs-filtertechniek.com

dip switch
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- Now the system can be restarted.
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2.9 Technical settings

Reset the system to factory settings.

Restart control.

To set up the SMS menu, enter the service
code: DVSTilt123su
(if SMS module is installed)

Duration after which a notification (SMS) is
sent.

FILTERTECHNIEK
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DVS Filtertechniek NL, pond controller

Technical settings

Restore factory settings

Reboot

Enter service code

DVSfilt123su

Error detection, integration time

5 min

1 100

www.dvs-filtertechniek.com

192.168.11
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2.10 SMS (option)

To set up the SMS menu, enter the service
code in the technical settings:
DVSfilt123su

Phone number where messages should be

sent.

Sends a test message to the entered
phone number.

Information

Enter PIN code.

If necessary, enter PUK code.

When the SMS menu is completely filled in,
press: Confirm PIN & PUK when ready

FILTERTECHNIEK
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DVS Filtertechniek NL, pond controller

SMS

Telefoonnummer [formaat 00XX]

Fhkk Kkkkkkkk

Stuur testbericht

Verzenden bezig

0

Informatie

Conditions sending SMS test
message: no warnings, not
busy and connected to
network.

Verbonden met het netwerk

1

SMS PIN [YYYY]

*kkk

SMS PUK [2222Z22ZZ]

*kkk

Bevestig PIN & PUK wanneer gereed

www.dvs-filtertechniek.com

192.168.1.1
———
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2.11 SMS-Warnings

In order of priority (from highest to lowest),
the following
warnings exist:

e Power failure
(only possible when using a UPS)

e Circulation pump stopped

o Water temperature too high
o Water temperature too low
o Refilling takes too long

e Test message

A similar SMS warning is repeated every
hour if not resolved.

14
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2.12 Installing SMS module (option)

antenna

Press the antenna connector onto the
SMS module until you hear a “click”

Screw the module with the two
supplied screws

Stick the antenna to the inside of the
control box

ZCT230-H10.6 S10.44 PCBA
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